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SUMMARY 

The problem: A fallout forecasting technique is needed to qualitatively de- 
scribe the fallout hazard resulting from nuclear detonations. This technique 
should have such flexibility that its employment is valid for field use. 

Findings : A summary of the latest experimental and theoretical considerations 
has resulted in the development of a technique whose complexity is dependent 
on the required accuracy of the results desired. This technique has been satis- 
factorily tested at the Eniwetok Proving Grounds for land surface and water 
surface bursts. 

Particle size distribution in source model 

All particle sizes were assumed at all elevations within the cloud except the 
lower two-thirds of the stem. However, to obtain agreement with past fallout 
measurements and with the optical diameter of the mushroom, it was necessary 
to fractionate the particle size distribution radially within the cloud. Other- 
wise, the computed fallout area about ground zero would be too large. The 
fractionation was specified as follows: particles of 1,000 microns in diameter 
and larger were restricted to the inner 10 percent of the mushroom radius or 
approximately the stem radius; those from 500 to 1,000 microns in diameter 
were limited to the inner 50 percent of the cloud radius. Since the relation of 
activity to particle size is some function of the particle diameter this fractionation 
tends to concentrate the activity about the axis of symmetry of the cloud. 

Falling speeds (feet/hour) 
J. M. Dallavalle, Mircomeritics, Pittman Publishing Corp., 1948. 
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Experimental data from past tests at Eniwetok Atoll indicated that the particles 
were irregular in shape and had a mean density of 2.36 g/cu cm. 

Time variation of the winds aloft 
In most of the observations made at the Eniwetok Proving Ground, the winds 
aloft were not in a steady state. Significant changes in the winds aloft were 
observed in as short a period as 3 hours. This variability was probably due to 
the fact that proper firing conditions which required winds that would deposit 
the fallout north of the proving ground, occurred only during an unstable synoptic 
situation of rather short duration. 



DISCUSSION OF FIELD TEST RESULTS 

The forecasting technique described was employed by the fallout program at 
the Eniwetok Proving Ground to satisfy certain project requirements. One proj- 
ect had three ships equipped to collect fallout and their positions had to be deter- 
mined for most efficient collection ; another sampled the ocean for fallout ; while 
another made an aerial survey of the contaminated area. The navigational 
schedules for these latter projects were based on the forecast fallout pattern. 
Operations were controlled through the program control center aboard the task 
force command ship where the forecasts were prepared. 

The meteorological data was received from the weather ship at Bikini Atoll 
as well as from weather stations at Rongerik Atoll and Eniwetok Atoll. Fur- 
thermore all forecasts made by the task force weather central at Eniwetok 
Atoll were usually available aboard the command ship by facsimile through the 
ships weather station. 

Upper air measurements were made at Bikini, Rongerik, and Eniwetok Atolls 
every 3 hours starting at H— 24 hour and continuing until H+24 hour for any 
given detonation. The frequency of observations was usually increased during 
the period from H— 6 to H— 2 hours. The altitudes reached on the wind runs 
were remarkably high and gave perhaps the best set of winds-alof t measurements 
to date. The average termination altitude was approximately 90,000 feet with 
many runs over 100,000 feet. Such excellent coverage of the winds aloft was a 
major help in the fallout forecasting. 

Fallout forecasts were made every 3 hours starting at H— 24 hour using the 
measured winds available at the time. This process was continued up to shot 
time and from then on the technique of correcting for time variation was em- 
ployed every 3 hours until the fallout event was completed. It was not feasible 
to correct for space variation and vertical motions during this period because of 
lack of time and data. 

Fallout plots 

The fallout forecasts determined at the weapons-test operation were based 
entirely on measured data and quantitatively considered time variation of the 
wind. No space variation corrections or computed values of vertical motions 
were employed in their construction. 

A and B were land-surface detonations, C and D were water-surface shots. 
The comparison is excellent for all shots except B. 

SUMMARY 



The fallout forecasting technique described In this report was successfully 
employed for both land surface and water surface detonations at the Eniwetok 
Proving Ground. With known meterological data such a technique will success- 
fully qualify the area of fallout and Indicate qualitatively the relative intensity 
of radiation. 



"Height lines" are deposit locations for all particles falling 
from a fixed altitude within the mushroom cloud. "Size lines" are 
deposit locations of a fixed particle size from various altitudes. 
A height line from the base of the mushroom disc is the "hot line" 
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